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> = ) RADIUS = 50.00’
’ . & 15.81 15.80' =~ & LENGTH = 252.93'
Rg, ©&— ~ Bs7..5 CHORD LENGTH - §7.47
LEGEND NN '
T/P TOP OF PAVEMENT N %
E/P EDGE OF PAVEMENT X

NOTE:
ALL SPOT GRADES ARE TOP OF CURB
UNLESS OTHERWISE NOTED.
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CONTRACTOR SHALL GRADE CENTER ~
. - ISLAND AREA AS TO MAINTAIN
o o POSITIVE DRAINAGE TO PAVEMENT. €3]
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DELTA = 90"15'37"

CHORD BEARING = S 4514'19" E

RADIUS = 37.00
LENGTH = 35.47'
TANGENT = 19.23'
CHORD LENGTH = 34.12'

OFFSET: 13.00 L

OFFSET: 13.00 R

RADIUS = 37.00
LENGTH = 35.47'
TANGENT = 19.2%'
CHORD LENGTH = 34.12°

3378 West Market St. Akron, OH 44333-3386
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PROP. FULL DEPTH SAW CUT - '00" . 2 X
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S : CHORD BEARING = S 44'50°03" W CHORD LENGTH = 34.12' >
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Q.0.0.1. SPECIFICATION REFERENCE z 50 , 1T s 5
. @ 25" 25 2 1 Za|O
(D) IEM 448 - 1 1/2" ASPHALTIC SURFACE COURSE, TYPE 1, PG 84-22 5 3 096.92 5 = o |_—_
@ IEM 301 ~ 5" ASPHALT CONCRETE BASE 6" 10-6" 10-6" 7=¢7] 66 A Il we—" : & B % 0
® ITEM 304 — 6 AGGREGATE BASE, 703.17 MATERMAL - 3 ) Zlwd
@ ITEM 605 - 4" DA PERFORATED UNDERDRAIN WITH TC=PROFILE (e) |~ = bEZn
GRANUIAR FILTER AGGREGATE . 8. cL=Tc  CRADE . - DELTA = 54'55'14" ; (4 % o
© ITEM 609 — 7'—6" CONCRETE CURS & GUITER, TYPE 2 /ALY 18 LALVAL. — 4,:_1__-__ <Ll CHORD BEARING = N 344005 W 202 2>, - 21
: =te) = e - S 453
(® ITEM 653 — TOPSOIL (T = 4" TYP.) OR ON-SITE A\ — o TANGENTS- 19.23 o
WATERIAL o AS REQUIRED ~~ CHORD LENGTH = 34.12" 598 Q
@ IEM 659 — SEEDING AND MULCHING, CLASS 1 1 9 3 @ DELTA = 289'50'28" o< O t
(® WEM 808 ~ 4° THICK CONCRETE SIDEWALK, 6" AT CHORD BEARING = N 27°52'18" E
DRIVEWAYS WITH 2° AGGREGATE BASE TYPICAL FLEXIBLE PAVEMENT RADIUS = 50.00

ITEM 407 — TACK COAT ¢ 15 Y \e LENGTH = 252.93' .
8 MEM 204 — SUBGRADE COMPACTION & PROOF ROLLING BOAP WAY SECTION & o T e L 158 & TANGENT = 35.11° DRAWN BY:
— ) R 2 o CHORD LENGTH = 57.47' T.G.W.
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