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STEEL JOIST GIRDER W/
EXTENDED CHORD TO COLUMN

STEEL JOIST w/ BOTTOM
CHORD EXTENDED TO COLUMN
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ERECTION BOLTS

STABILIZER PLATE 6" x 6" x 3/4"

DO NOT WELD TO GIRDER CHORD
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/ 2\ JOIST ON 12" WA

6" MIN. BEARING ON WALL
GROUT TOP COURSE SOLID

JOIST BEARING PLATE - REFER TO SIO2

2-1/2"x2-1/2"x3/16" ANGLE - WELD ANGLE

TO JOIST SEATS. WELD DECK TO ANGLE

STEEL JOIST - REFER TO SIO2

(2) BELLABRIK BOND BEAM W/
(1) #5 BAR CONTINUOUS

12" CMU W/ TRUSS TYPE
REINF. @ 16" OC.

#5 VERT. BARS @ 42" OC.
GROUTED SOLID
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W/ 5/&" ¢ PUDDLE WELDS @ 6" O.C.

|10'-0" OF I-I/2" x 3'-6" HIGH
STEEL GUARD RAILS -

GALVANIZED, VERT. PIPES @
3'-4" o0.c. (FV. PIPE LENGTH)

GASKET

SPRING LATCH w/ INSIDE -
OUTSIDE HANDLES AND

PADLOCK HASPS
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CcU
FLABHING

W/ INTEGRAL CAP

LIFTING MECHANISM
HOUSING

PADLOCK HASP

I" RIGID FIBER INSUL. — /

ALL AROUND
OUTSIDE OF CURB

3_p"

SECURE

& \ROOF

CURB

L3
BE

"x3"x1/4" FRAME, NOT TO
LOCATED IN OPENING.
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STEEL BOLTS ON 24" O.C.

HATCH (BY 6.C.)
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TYP. VERT. REINFORCING
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HORIZONTAL JOINT

REINFORCING @ 16" O.C.’lx

(1) #5 BAR ABOVE DOOR
OPENINGS. EXTEND MIN. OF
24" BEYOND OPENING IF
MASONRY BOND BEAM IS
SPECIFIED ABOVE OPENING
- THE ADDITIONAL #5
HORIZONTAL BAR CAN BE
ELIMINATED

(1) #5 BAR EACH SIDE OF
OPENINGS. DOWEL INTO
FOUNDATION

,LBOND BEAM e JOIST
BEARING w/ (1) #5 BAR

| #5 VERT. BAR @ EACH
END OF WALL. DOWEL
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(1) #5 BAR ABOVE,
BELOW AND EACH SIDE
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EXTEND MIN. OF 24"
BEYOND OPENINGS -
THE ADDITIONAL #5
HORIZONTAL BAR CAN
BE ELIMINATED
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RUN MASONRY WALL UP TIGHT TO BOTTOM
OF ROOF DECK - REFER TO 5102

REFER TO SIO2 FOR JOIST SEAT
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#5 BAR CONTINUOUS

STEEL JOIST - REFER TO SI02
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O.C. W/ #4 VERT. BARS @ 4'-0" O.C.

GROUTED SOLID —_—
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12" CONCRETE BLOCK ABOVE
WINDOW ¢ BEHIND CANOPY

1/2"'x6" STEEL STUDS @ 2'-8" O.C.
WELD TO BEAM - GROUT SOLID—]

CONTINUOUS I1-1/2"xI/4"
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CONCRETE BLOCK INFILL -

cUT AS REGUIRED—’—\
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STEEL BEAM - REFER TO
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BEARING PLATE - REFER
TO SlO2 FOR SIZE
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MOUNTING FLANGE
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PROVIDE PRESSURE TREATED WD
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12" HIGH X 11-1/4" WIDE PATE CURB
W/ METAL CAP; CURB HEIGHTS TO
DIFFER TO ALLOW TOP OF CURBS
TO BE SAME ELEVATION TO EACH
OTHER. TAPER AS REQ'D. TO
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I-1/2" & REMOVABLE PIPE
GUARDRAIL W/ VERT.
PIPES @ 4'-0" 0.C. MAX.

GALVANIZED /_\\
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STEEL 6RATE EQUAL TO
STD. FLOWFORGE TYPE
19.2, 1-1/4"X3/16" WELD TO
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12" CMU W/ TRUSS TYPE REINF. @ 16"
O.C. - GROUT SOLID 2'-0O" WIDE EACH

SIDE OF GIRDER ¢« TO FOOTING

STEEL GIRDER
STEEL JOIST BR&. ON
GIRDER - REFER TO SlO2

BEARING PLATE - REFER

TO 5102 FOR SIZE \_/ %
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Sl02 FOR ROWS REQ'D.) WELD TO
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CLAMPING RING

ROOFING MEMBRANEﬁ
TAPER ROOF INSULATION

1:3 AROUND EA. DRAIN

14 GA. GALV.

METAL PAN 7

ROOF DRAIN
DURA-COAT CAST
IRON BODY ¢ DOME

METAL INSERT
FASTENED 4" O.C.
USING ACCEPTABLE
FASTENERS.

INSULATION SECURELY
FASTENED
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METAL DECK

EXTEND ROOFING MEMBRANES

CLAMPING RING
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BLDG OWNER:

GFS MARKETPLACE
REALTY FIVE, LLC

P.0. BOX 1812
GRAND RAPIDS, MI

4-23-12 | OWNER REVIEW

4-27-12 | FOR PERMITS &
CONSTRUCTION

5-21-12 | FOR PERMITS, BIDS &
CONSTRUCTION
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