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FOUNDATION - REFER TO Slol

2" PERIMETER INSULATION

4" CONCRETE SLAB - REFER TO SIOI

1/2" EXPANSION JOINT MATERIAL

COMPACTED SAND FILL - REFER TO SPEC.

SOLID GROUT BLOCK COURSE(S) AS SHOWN

STEEL ANGLE - REFER TO Sl0O2 FOR SIZE

12" CONCRETE BLOCK W/ GALVANIZED TRUSS TYPE
REINFORCING @ 16" OC.

FILL CORES W/ MASONRY INSULATION

. 12" BOND BEAM W/ (1) #5 BAR CONT.

WEATHER TREATED TOP PLATES AS NOTED W/ I/2" ¢
AB. @ 2'-0" STAGGERED, MIN. 6" EMBED. INTO BOND
BEAM

STEEL FRAMING - REFER TO SIO2

HORIZONTAL BRIDGING - REFER TO SIO2

. 1-1/2" W.R. METAL DECK (PAINTED) - REFER TO SI02 FOR

GAUGE

. 4-1/2" ROOF INSULATION
. ROOF
. PREFINISHED 24 6A. METAL DRIP EDGE W/ CONTINUOUS

22 GA. CLEAT - REFER TO A20I| FOR COLOR. 12' MAX,
LENGTH JOINED WITH BUTT JOINTS FOR HORIZONTAL
RUNS ¢ 4" OVERLAP JOINTS FOR SLOPING RUNS.

WELD HORIZONTAL BRIDGING TO 2-1/2"x2-1/2"x3/16"
BOLTED TO WALL w/ I/2" ® BOLTS.

6" JOIST BEARING W/ BEARING PLATE ¢ ANCHOR BOLTS.
REFER TO S5102. GROUT SOLID UNDER BEARING.

GAF EVERGUARD TPO 45 MIL. THERMOPLASTIC
POLYOLEFIN SINGLE-PLY MEMBRANE SYSTEM.

8" CONCRETE BLOCK W/ GALVANIZED TRUSS TYPE
REINFORCING e 16" O.C.

&" BOND BEAM W/ (1) #5 BAR CONT.

MANUFACTURED STONE DIRECT APPLIED TO MASONRY
WALL

I" INSULATED GLASS IN ALUMINUM FRAME. COLOR TO
MATCH EXTERIOR STOREFRONT.

1/4" INSULATED 6LASS IN ALUMINUM FRAME - COLOR TO
MATCH EXTERIOR STOREFRONT.

E.lFS, |-1/2" MIN. - REFER TO SPEC.

MESH DRAINAGE MATERIAL

FLASHING PAN WITH INTEGRAL WEEP SPOUTS

1/4" GAP BETWEEN PREFINISHED METAL FLASHING AND
EIFS CHANNEL WITH DRAIN HOLES

3-5/8" 1& 6A. METAL
STUD FRAMING @ 24" OC.
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