CONCRGIEI'E CURB
GUTTER

Ve

A

4

— 4" TOPSOIL

3'—0"
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4" UNDERDRAN

NOT SCALE

PERFORATED 4" DIAMETER
ODOT 605 UNDERDRAIN PIPE
MATERIAL, PIPE SHALL BE
MODIFIED W/4 ROWS OF
PERFORATIONS AND BACK
FILL & BEDDING SHALL BE
NO.8 AGGREGATE.

707.33 CORRUGATED
POLYETHELENE SMOOTH
LINED PIPE.

707.41 POLYVINYL CHLORIDE
PIPE.

707.45 POLYVINYL CHLORIDE
SOLID WALL PIPE.

707.42 POLYVINYL CHLORIDE
SMOOTH INTERIOR PIPE.
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DATE
SEPTEMBER, 2014

NOTE: CRACK CONTROL SHALL BE AT FIFTEEN FOOT
(15') INTERVALS AND SCORE MARKS SHALL BE AT
FIVE FOOT (5') INTERVALS. CONSTRUCTION SHALL BE
IN ACCORDANCE WITH 0.D.0.T. ITEM 608. PRIOR TO
THE START OF SIDEWALK CONSTRUCTION THE
SUBGRADE MUST BE INSPECTED AND APPROVED BY
C.0.S.E. PERSONNEL. ANY SETTLEMENT OR DEFICIENT
AREAS INDENTIFIED BY C.0.S.E. SHALL BE REPAIRED
BY A METHOD ACCEPTABLE TO C.0.S.E. THE REPAIRED
AREAS WILL BE SUBJECT TO COMPACTION TESTING
AND APPROVAL BY C.0.S.E. PRIOR TO THE START OF
SIDEWALK CONSTRUCTION,

PROPOSED SIDEWALK
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R T A R
- T AT e N, T a

: e TN T e

NN RS T ONE CEDEERR
1, \ N\— 4 — 30004 CONC.
2 2" AGGREGATE BASE
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CONCRETE SIDEWALK

FASTEN COVER TO FRAME

WITH §°X2" STAINLESS
STEEL HEX HEAD BOLT

PAVEMENT SURFACE \s

ADJUSTABLE FRAME

PLASTIC I.D. CAP 2%
MIN. DIA,

STEEL ROD 3/4"
MIN. DIA., LENGTH
36”, SQUARE CUT
END AND GROUND
SMOOTH

3" REBAR
SHALL BE
USED AS .
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+0.50 o, 075 (&) ODOT ITEM
VAR Vi A B s

LEGEND

(D ODOT ITEM 448 — 1 1/2" ASPHALT CONCRETE SURFACE
COURSE, TYPE 1,PG 64-22

(2 0DOT ITEM 301 — 5" ASPHALT CONCRETE BASE

(@ ODOT ITEM 304 — 6° AGGREGATE BASE, 703.17 MATERIAL

(4) ODOT ITEM 204 — SUBGRADE COMPACTION AND PROOF ROLLING
® oDOT ITEM 608 — 2'-0" CURB & GUTTER W/VERTICAL CURB

AGGREGATE BASE

608 — 4" THICK CONCRETE SIDEWALK WITH 2°
(6" THICK CONCRETE

DIRECTED BY & v
SUMMIT

COUNTY) C

6" INSIDE DIA. PIPE,
TEM 706.07, 706.09,

OR 707.45, 33} LONG
MAX.

NOT SCALE
CONCRETE SAND
COMPACTED BY FLOODING
" EDGE HAND TOOL IMPRESSED JOINT, 1/4" WIDE
FINISH MIN. x 1° DEEP @ 5'—0" INTERVALS .
BROOM Ao
FINISH S
AREA
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~=| |=— 4" TOOLED

JT. FiNISH

5'—0*- 5'—-0*"
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HAND TOOL EDGE FINISH AREA — “SMOOTH", EDGES WITH 1/4" RAD.
(SUMMIT COUNTY ENGINEER)

TYPICAL SIDEWALK FINISH & JOINTS

NOT SCALE

HILLSIDE ESTATES - PHASE 4

TYPICAL SECTION AND DETAILS

TOWNSHIP OF COPLEY, COUNTY OF SUMMIT, STATE OF OHIO
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SIDE VIEW T

s FQ&“O\*\ WITH 2" AGGREGATE BASE AT DRIVEWAYS)
(7) ODOT [TEM 407 — TACK COAT, 0.16 GAL. PER S.Y.
ODOT [TEM 408 — PRIME COAT, 0.40 GAL. PER S..
(9) ODOT [TEM 605 — 4” DIA. PERFORATED UNDERDRAIN WITH
GRANULAR FILTER AGGREGATE NO. 8
ODOT ITEM 653 — 4" TOPSOIL OR ONSITE MATERIAL
(1) ODOT {TEM 659 — SEEDING AND MULCHING, CLASS |
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8 STAINLESS STEEL THICK
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n 16 1/2° COUNTERSUNK (DRILL
& TAP FRAME)
TOP _ VIEW
(ODOT DETAIL RM1.1)
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