AT THE INTERSECTION OF MOTIL RESERVE

DRIVE AND SOUTHRIDGE ROAD, A FULL
DEPTH SAWCUT AND BUTT JOINT IN ‘
CONFORMANCE WITH ODOT STANDARD REVISIONS
ROADWAY CONSTRUCTION DRAWING yd 7778 PeR SCE
BP-3.1, LATEST EDITION, IS REQURED - . T —
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SAW CUT AND REMOVE EXTG.
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ISLAND 2°—6" WIDE COMBINATION oT<S
CURB & GUTTER TYPE 3 Z3p 0
(4" MOUNTABLE) PER 0ODOT 2
S.C.D. BP-5.1 (ODOT ITEM 609). g %
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NOTES: s
1.) ADD 0.50° (TYP.), OR 0.33" (CUL—DE—SAC ISLAND), T
TO PROP. GUTTER ELEVATIONS SHOWN TO OBTAIN S.W. | D.G.
TOP OF CURB ELEVATIONS. "";’ AY 2018
2.) ALL RADIl ARE GIVEN TO BACK OF CURB (TYP.) Rl
3.) PRIOR TO PAVING, CONTRACTOR SHALL INSTALL 375010
UNDERDRAIN CROSSINGS FOR PAVEMENT ISLANDS
AND DUCTING FOR UTILITIES AS NEEDED. 77
4.) CONTRACTOR SHALL MAINTAIN EXISTING UNDERDRAIN
ALONG SOUTHRIDGE ROAD, AND SHALL TIE IN
PROPOSED PAVEMENT UNDERDRAIN AS NEEDED. ‘




