GENERAL
SCOPE _OF WORK

THESE PLANS INCLUDE CONSTRUCTION OF ALL UNDERGROUND UTILITIES, PAVEMENT,
EXCAVATION INCLUDING EMBANKMENT CONSTRUCTION, TOPSOIL STRIPPING, STOCKPILING, AND
RESPREADING, AND SEEDING AND MULCHING TO THEIR RESPECTIVE LIMITS AS INDICATED IN
THE PLANS.

SUBSOIL_INVESTIGATION

ALL CONTRACTORS, PRIOR TO SUBMITTING BIDS FOR THIS IMPROVEMENT, WILL. BE PERMITTED
TO DIG TEST HOLES WITHIN THE LIMITS OF THIS PROPOSED WORK. AT LEAST 48 HOUR
NOTICE MUST BE GIVEN TO THE OWNER, AND THE LOCATION OF ALL TEST HOLES IS SUBJECT
TO THE APPROVAL OF THE OWNER. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL
DAMAGE RESULTING FROM DIGGING THESE HOLES AND HE SHALL RESTORE ALL PROPERTY TO
A CONDITION SIMILAR OR EQUAL TO THAT EXISTING BEFORE SUCH DIGGING WAS DONE. ROCK
EXCAVATION SHALL NOT BE PAID FOR AS A SEPARATE ITEM, BUT SHALL BE INCLUDED IN
THE UNIT PRICE BID FOR OTHER VARIOUS ITEMS.

CONSTRUCTION AND MATERIAL SPECIFICATIONS

WHERE IN ANY CASE THE PLANS AND SPECIFICATIONS DO NOT ENTIRELY COVER MATERIALS
AND/OR WORKMANSHIP, THE "STATE OF OHIO, DEPARTMENT OF TRANSPORTATION,

CONSTRUCTION AND MATERIAL SPECIFICATIONS,” CURRENT EDITION, SHALL APPLY AND BE IN
FORCE. THROUGHOUT THE PLANS THE REFERENCE TO SPECIFIC ODOT ITEM NUMBERS ARE
INDICATED. MATERIAL AND WORKMANSHIP SHALL ALSO CONFORM TO THE ORDINANCES AND
ENGINEERING DESIGN AND CONSTRUCTION STANDARDS OF SUMMIT COUNTY. SANITARY SEWER
WORK SHALL ALSO BE PERFORMED IN ACCORDANCE WITH THE ENGINEERING DESIGN AND
CONSTRUCTION MANUAL OF THE SUMMIT COUNTY DEPARTMENT OF SANITARY SEWER
SERVICES. WHERE CONFLICTS OCCUR IN THE ABOVE, THE SUMMIT COUNTY ENGINEER SHALL
DETERMINE THE GOVERNING AUTHORITY. ANY DEFECTS IN THE CONSTRUCTION INCLUDING
MATERIALS OR WORKMANSHIP SHALL BE REPAIRED OR REPLACED AS DIRECTED BY THE
GOVERNING AUTHORITY. REFERENCE THROUGHOUT THESE PLANS TO "THE ENGINEER” SHALL
BE THE SUMMIT COUNTY ENGINEER.

ELEVATION DATUM
ALL ELEVATIONS SHOWN ON THESE PLANS ARE IN FEET ABOVE THE "U.S.G.S.” DATUM PLANE.

UTILITIES

THE FOLLOWING IS BELIEVED TO BE THE LIST OF UTILITY OWNERS AND GOVERNING
AUTHORITIES WITHIN THE LIMITS OF CONSTRUCTION:

CITY OF CLEVELAND

DEPARTMENT OF PUBLIC UTILITIES
DIVISION OF WATER

1201 LAKESIDE AVENUE

CLEVELAND, OHIO 44114

ATTN.: FRED ROBERTS

PHONE: (216) 664—2444 EXT. 75590

NORTH HILLS WATER DISTRICT
253 WEST AURORA ROAD
NORTHFIELD, OHIO 44067
PHONE: (330) 467—9600

WINDSTREAM

100 OWEN BROWN STREET
HUDSON, OHIO 44236
SUMMIT COUNTY ENGINEER PHONE: (330) 650-8430
538 EAST SOUTH STREET
AKRON, OHIO 44311

PHONE: (330) 643—2850

CHARTER COMMUNICATIONS
8385 BAVARIA PARKWAY
MACEDONIA, OHIO 44056
SUMMIT COUNTY PHONE: (330) 963-3620 x114
DEPARTMENT OF SANITARY SEWER SERVICES
1180 SOUTH MAIN STREET, SUITE 201
AKRON, OHIO 44301

PHONE: (330) 926-2444

DOMINION EAST OHIO

320 SPRINGSIDE DRIVE
AKRON, OHIO 44333
PHONE: (330) 664—2409
SUMMIT SOIL & WATER CONSERVATION DISTRICT
1180 SOUTH MAIN STREET, SUITE 241

AKRON, CHIO 44301

PHONE: (330) 929-2871

OHIO EDISON COMPANY
1910 WEST MARKET STREET
AKRON, OHIO 44313
PHONE: (330) 3844720

SAGAMORE HILLS TOWNSHIP
11551 VALLEY VIEW ROAD
SAGAMORE HILLS, OHIO 44067
PHONE: (330) 467—0900

ANY AND ALL WORK REQUIRED FOR REMOVAL, RELOCATION AND/OR NEW CONSTRUCTION
FACILITIES FOR PRIVATE OR PUBLIC UTILITIES WILL BE DONE BY AND AT THE EXPENSE OF
THE RESPECTIVE OWNERS UNLESS OTHERWISE NOTED ON THE PLANS. THE PROCEDURE AS
QUTLINED IN THE OHIO REVISED CODE SECTION 153.64, REGARDING UTILITY IDENTIFICATION
SHALL BE FOLLOWED. NAMELY, THE OWNER WILL NOTIFY THE OWNERS OF UNDERGROUND
UTILITY FACILITES OF THE IMPENDING PROJECT. THE CONTRACTOR MUST NOTIFY THE
UNDERGROUND UTILITY PROTECTION SERVICE AND THE INDIVIDUAL UTILITY 48 HOURS PRIOR
TO COMMENCING WORK. THE UNDERGROUND UTILITY OWNER MUST STAKE, MARK OR
OTHERWISE DESIGNATE THE LOCATION OF ITS FACILITY. THE LOCATIONS OF UNDERGROUND
UTILITIES SHOWN ON THESE PLANS HAVE BEEN OBTAINED BY DILIGENT FIELD CHECKS AND
SEARCHES OF AVAILABLE RECORDS. IT IS BELIEVED THAT THEY ARE ESSENTIALLY
CORRECT, BUT THE DESIGN ENGINEER DOES NOT GUARANTEE THEIR ACCURACY OR
COMPLETENESS AND THE CONTRACTOR IS THEREFORE URGED TO PROCEED WITH CAUTION.
EXISTING APPERTENANCES SUCH AS UTILITY POLES, VALVE BOXES, ETC ARE TO BE
SAFEGUARDED BY THE CONTRACTOR DURING CONSTRUCTION.

STATIONING OCATIONS

STATIONING AND LOCATIONS INDICATED ON THESE PLANS ARE APPROXIMATE. ALL
LOCATIONS AND ITEMS CALLED OUT BY STATION OR COORDINATES ARE SUBJECT TO

ADJUSTMENT IN THE FIELD "AS DIRECTED BY THE ENGINEER.”

PRE—CONS co c

AT LEAST FIVE DAYS PRIOR TO THE START OF ANY CONSTRUCTION WORK, A PRE-
CONSTRUCTION CONFERENCE SHALL BE HELD AT THE DIRECTION OF THE SUMMIT COUNTY
ENGINEER, APPROPRIATE TOWNSHIP OFFICIALS, AND THE OWNER'S REPRESENTATIVES. THE
CONTRACTOR OR HIS AUTHORIZED SUPERINTENDENT SHALL BE PRESENT, ALONG WITH ANY
AND ALL PRIVATE UTILITY COMPANY REPRESENTATIVES. THIS MEETING WILL BE FOR
COORDINATION AND PROCEDURE REVIEW PRIOR TO COMMENCING ANY PHYSICAL WORK.

PRE—CONSTRUCTION CONFERENCES SHALL ALSO BE SCHEDULED WITH THE SUMMIT COUNTY
DEPARTMENT OF SANITARY SEWER SERVICES (D.S.S.S.) AND WITH NORTH HILLS WATER

DISTRICT (N.H.W.D.) AT WHICH THE CONTRACTOR OR HIS AUTHORIZED SUPERINTENDENT
SHALL BE PRESENT.

ECONSTRUCTIO O_RECORDING

PRIOR TO THE DELIVERY OF ANY EQUIPMENT, MATERIALS OR SUPPLIES TO THE SITE OF
ANY WORK, OR TO THE BEGINNING OF ANY OF THE CONSTRUCTION WORK, THE
CONTRACTOR SHALL PROVIDE PRECONSTRUCTION VIDEO RECORDING AS SPECIFIED BELOW
FOR THE PURPOSE OF ESTABLISHING THE SURFACE CONDITIONS EXISTING IN ALL OF THE
AREAS TO BE AFFECTED.

THE VIDEO RECORDING SHALL BE PERFORMED BY A EXPERIENCED AND QUALIFIED FIRM
ENGAGED IN THIS TYPE OF WORK, AS APPROVED BY THE ENGINEER.

SCOPE OF WORK — ABOVE GROUND VIDEO RECORDING SHALL CONSIST OF COLOR VIDEO
RECORDING OF SURFACE FEATURES OF THE ROADWAYS ADJACENT TO THE PROJECT
(HOUGHTON ROAD FROM MARYMAC DRIVE EXTENDING EASTERLY 2,100', AND SOUTHRIDGE
ROAD FROM THE SOUTHRIDGE COURT INTERSECTION THRU THE CUL-DE—SAC), AND OF THE
SOUTHRIDGE ESTATES CLUSTER DEVELOPMENT BLOCK B (PROPOSED SUBDIVISION ROADWAY
CONNECTION TO SOUTHRIDGE ROAD) AND 25" BEYOND ON EACH SIDE. ALL RECORDINGS
SUBMITTED SHOULD BE DVD FORMAT. ONE (1) COPY EACH OF THE FINISHED PRODUCT
SHOULD BE SUBMITTED TO THE SUMMIT COUNTY ENGINEER AND TO THE OWNER. ANY
PORTION OF THE VIDEO COVERAGE DEEMED UNACCEPTABLE BY THE ENGINEER MUST BE
RERECORDED BY THE CONTRACTOR AT NO ADDITIONAL CHARGE.

INSPECTION

INSPECTION BY THE SUMMIT COUNTY ENGINEER AND NORTH HILLS WATER DISTRICT WILL BE
REQUIRED THROUGHOUT CONSTRUCTION. THE COST OF ALL INSPECTION AND TESTS SHALL
BE PAID BY THE CONTRACTOR AND INCLUDED IN THE UNIT PRICE BiD. NO FINAL ESTIMATE
WILL BE ISSUED UNTIL ALL FEES FOR INSPECTION AND TESTING HAVE BEEN INVOICED BY THE
SUMMIT COUNTY ENGINEER, AND COPIES OF ALL INSPECTION AND TEST RESULTS HAVE BEEN
FORWARDED TO THE OWNER.

THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR INSPECTION FEES TO BE PAID TO THE

SUMMIT COUNTY DEPARTMENT OF SANITARY SEWER SERVICES (D.S.S.S.) WHICH ARE DUE AT
THE TIME OF THE PRE—CONSTRUCTION CONFERENCE.

THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR OBTAINING A REQUIRED 'ROAD OPENING'
PERMIT FOR CONSTRUCTION WITHIN THE PUBLIC RIGHT—OF—-WAY, IF APPLICABLE.

THE CONTRACTOR SHALL NOT COMMENCE WITH ANY FORM OF CONSTRUCTION WITHOUT GIVING
48 HOUR NOTICE TO THE OFFICE OF THE COUNTY ENGINEER, TO ARRANGE FOR INSPECTION.
IF ANY CHANGE IN THE WORK SCHEDULE BECOMES NECESSARY, IT WILL BE THE
RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE INSPECTORS TO AVOID UNNECESSARY
INSPECTION COSTS. IF NO NOTIFICATION IS MADE IN REGARDS TO THE CANCELLATION OF
WORK, THE CONTRACTOR WILL BE RESPONSIBLE FOR THE INSPECTION TIME INCURRED.

PRECAUTION AGAINST UTILITY DAMAGE

THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS, AT NO EXPENSE TO THE
OWNER TO AVOID DAMAGE TO EXISTING UNDERGROUND UTILITY LINES DURING THE
INSTALLATION OF THE PROPOSED IMPROVEMENTS. T MAY BE NECESSARY TO CHANGE THE
ALIGNMENT OR THE FLOW LINE ELEVATION OF PROPOSED SEWERS DUE TO VARIOUS EXISTING
UTILITY LINES. FIELD MODIFICATIONS SHOULD BE VERIFIED BY THE DESIGN ENGINEER TO
ASSURE CAPACITY IS MET. THE CONTRACTOR SHALL MAKE INVESTIGATIONS TO DETERMINE
THE LOCATION OF EXISTING UTILITY LINES PRIOR TO THE INSTALLATION OF THE PROPOSED
IMPROVEMENTS. SUCH INVESTIGATIONS SHALL BE AT NO ADDITIONAL COST TO THE OWNER.

CONSTRUCTIO S

AT NO TIME THROUGHOUT CONSTRUCTION SHALL THE CONTRACTOR OR HIS EMPLOYEES BE
ALLOWED TO PARK, UNLOAD, OR LOAD VEHICLES ON EXISTING STREETS. THE CONTRACTOR
WILL BE REQUIRED TO PROVIDE A PARKING AND LOADING/UNLOADING AREA WITHIN THE
SITE. ALL COST INVOLVED WITH THIS SHALL BE INCLUDED IN THE UNIT PRICE FOR VARIOUS
OTHER ITEMS.

MAINTENANCE OF TRAFFIC

THE CONTRACTOR SHALL FURNISH AND MAINTAIN ALL NECESSARY SAFEGUARDS SUCH AS
BARRICADES, SATISFACTORY BARRIERS, LIGHTING, FLAGMEN, TEMPORARY GUARDRAIL, AND
SUCH OTHER TRAFFIC CONTROL DEVICES AS PROVIDED IN "ITEM 614 — MAINTAINING
TRAFFIC” SO AS TO AVOID DAMAGE AND/OR INJURY TO VEHICLES AND PERSONS USING THE
ROADWAY DURING CONSTRUCTION, ALL AREAS OF PAVEMENT REMOVAL WHICH HAVE NOT
BEEN FULLY RESTORED SHALL BE PROTECTED WITH CONES OR DRUMS DURING DAYLIGHT
HOURS. THESE AREAS SHALL BE PROTECTED WITH FLASHING BARRICADES OR DRUMS WITH
STEADY BURNING LIGHTS AT NIGHT. PAYMENT FOR LABOR, MATERIAL, AND EQUIPMENT
REQUIRED FOR CONSTRUCTION, MAINTENANCE AND SUBSEQUENT REMOVAL WHEREVER OF
APPROACHES, BYPASSES, CROSSOVERS, BARRICADES, LIGHTS, SIGNS, AND SIGN SUPPORTS,
SHALL BE INCLUDED IN THE PRICE BID FOR VARIOUS ITEMS. THE CONTRACTOR SHALL
CONDUCT HIS OPERATIONS AS TO THE PROPOSED WORK WITH A MINIMUM OF HAZARD,
DELAY, AND INCONVENIENCE TO THE MOTORISTS USING THE STREETS AFFECTED BY THE
WORK DONE UNDER THIS CONTRACT. LOCAL TRAFFIC SHALL BE MAINTAINED AT ALL TIMES
AND THE CLOSING OF ANY STREET SHALL BE COORDINATED WITH THE ENGINEER AND THE
POLICE CHIEF OF SAGAMORE HILLS TOWNSHIP.

ROADWAY

CLEARING AND GRUBBING

ANY TREES AND BRUSH, AND ANY OTHER VEGETATION WITHIN THE LIMITS OF THE PROJECT
THAT INTERFERE WITH THE CONSTRUCTION SHALL BE REMOVED FROM THE SITE. STUMPS
MAY BE GROUND OUT OR REMOVED FROM THE SITE. PAYMENT FOR ALL SUCH WORK SHALL

BE INCLUDED IN THE UNIT PRICE BID FOR "CLEARING AND GRUBBING”.

EARTHWORK

ALL EARTHWORK SHALL HAVE INSPECTION AND TESTING AS DEEMED NECESSARY BY THE
SUMMIT COUNTY ENGINEER AND THE OWNER. SUCH INSPECTION WILL BE COORDINATED BY
THE CONTRACTOR, WHO SHALL USE A SOILS TESTING LABORATORY TO MAKE TESTS
INCIDENTAL TO THE QUALITY CONTROL OF THE EARTHWORK OPERATION. THE COST OF THIS
INSPECTION AND TESTING WILL. BE PAID BY THE CONTRACTOR. THE PRICES BID FOR THE
VARIOUS EARTHWORK ITEMS SHALL INCLUDE BUT NOT BE LIMITED TO THE FOLLOWING:

1. PREPARING THE SUBGRADE AS DEEMED NECESSARY BY THE ENGINEER TO ACCEPT
EMBANKMENT.

2. DEWATERING THE SUBGRADE, IF NECESSARY, AND MAINTAINING GOOD SURFACE
DRAINAGE OF THE CONSTRUCTION AREA.

3. PROOF—ROLLING AND/OR STABILITY VERIFICATION OF ALL SUBGRADES BEFORE AND
AFTER EMBANKMENT CONSTRUCTION AND OF ALL EXCAVATED AREAS AFTER ACHIEVING
SUBGRADE ELEVATION.

4. SPREADING LIFTS NOT TO EXCEED 8 INCHES IN DEPTH AND COMPACTING AT THE
SPECIFIED MOISTURE CONTENT UNTIL ITS DENSITY IS NOT LESS THAN 98 PERCENT OF
THE MAXIMUM LABORATORY DRY DENSITY AS DETERMINED BY THE STANDARD PROCTOR
METHOD OF MOISTURE DENSITY RELATIONSHIP TESTING (ASTM D698). THE WORK SHALL
BE DONE USING COMPACTION EQUIPMENT THAT WILL PROVIDE THE REQUIRED IN PLACE
DENSITY WITHOUT BREAKING DOWN THE UNDERLYING SOILS.

5. OBTAINING OPTIMUM MOISTURE CONTENT.
6. INCORPORATING EXCESS TRENCH MATERIALS INTO EMBANKMENT CONSTRUCTION.

7. THE REMOVAL OF ANY SEDIMENT FROM DITCHES, SWALES AND CREEKS, WHICH AS
DETERMINED BY THE ENGINEER, RESULTED FROM THESE IMPROVEMENTS.

8. FOLLOWING THE GENERAL OQUTLINE OF SUCH EARTHWORK OPERATIONS AS INDICATED ON
THE EARTHWORK PLAN.

9. MAINTAINING POSITIVE DRAINAGE AT ALL TIMES. EXCAVATED AREAS SHALL BE GRADED
OR FILLED TO PREVENT PONDING ON SITE,

WHERE SOFT SUBGRADE IS ENCOUNTERED, DUE TO NO FAULT OR NEGLECT OF THE
CONTRACTOR, N WHICH SATISFACTORY STABILITY CANNOT BE OBTAINED BY MOISTURE
CONTROL AND COMPACTION, THE UNSTABLE MATERIAL SHALL BE EXCAVATED TO THE
DEPTH REQUIRED BY THE ENGINEER. BACKFILLING OF THESE EXCAVATED AREAS SHALL BE
WITH EMBANKMENT MATERIAL FROM THE CONSTRUCTION PROJECT OR SUITABLE GRANULAR

MATERIAL PER ODOT ITEM 203, "AS DIRECTED BY THE ENGINEER.”

IN AREAS OF HIGH GROUNDWATER OR WHERE SURFACE SEEFAGE HAS BEEN OBSERVED IT
MAY BE NECESSARY TO CONSTRUCT DRAINS PERPENDICULAR TO THE PROPOSED PAVEMENT.
THESE UNCLASSIFIED PIPE UNDERDRAINS, CONSTRUCTED IN ACCORDANCE WITH ODOT ITEM
605, SHALL. BE 3 FEET BELOW CURB GRADE AND CONNECTED INTC THE APPROPRIATE
STORM CONDUIT OR OUTLET. CONDUIT SHALL BE 4" DIAMETER PERFORATED PVC TYPE
PS—46 PIPE CONFORMING TO ASTM F758, OR 4" DIAMETER CORRUGATED TUBING
UNDERDRAIN AASHTO M252 (ODOT 707.31) WITH NO. 8 AGGREGATE (NO SLAG). THE USE
OF THIS OPTIONAL ITEM SHALL BE ONLY AS DIRECTED BY THE OWNER.
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SCE G L NOTES

ALL CONSTRUCTION AND MATERIALS INCLUDED ON THIS PROJECT SHALL BE IN ACCORDANCE WITH THE LATEST
EDITION OF THE STATE OF OHIO DEPARTMENT OF TRANSPORTATION CONSTRUCTION AND MATERIAL
SPECIFICATIONS AND THE SPECIFICATIONS AND DETAILS OF THE SCE. WHERE CONFLICTS OCCUR IN THE
ABOVE, THE SCE SHALL DETERMINE THE GOVERNING AUTHORITY.

ANY DEFECTS IN THE CONSTRUCTION, INCLUDING MATERIALS OR WORKMANSHIP, SHALL BE REPLACED OR
CORRECTED BY REMOVAL AND REPLACEMENT OR OTHER APPROVED METHOD PRIOR TO ACCEPTANCE BY THE
SCE.

THE SCE SHALL NOT BE HELD LIABLE FOR DAMAGES OF ANY TYPE WHICH MAY OCCUR AS A RESULT OF
ERROR AND/OR OMISSIONS IN THE ENGINEERING DESIGN DATA PRESENTED BY THE DEVELOPER'S ENGINEER.
THE SCE SHALL NOT BE LIABLE FOR ANY DAMAGES RESULTING FROM THE DEVELOPER'S CONTRACTOR NOT
COMPLYING WITH THE APPROVED PLANS OR BY USING CONSTRUCTION METHODS OR MATERIALS NOT APPROVED
BY THE SCE.

THE DEVELOPER'S ENGINEER CERTIFIES THAT ALL DESIGN DATA AND CALCULATIONS PERTAINING TO THESE
IMPROVEMENT PLANS, WHERE APPLICABLE, ARE CORRECT AND DO CONFORM TO THE CURRENT DESIGN
CRITERIA.

THE SCE IN APPROVING THESE PLANS AND DEDICATION PLAT THERECF, DOES NOT, IN ANY WAY, RELIEVE THE

DEVELOPER'S ENGINEER OF HIS RESPONSIBILITY FOR ACCURATE AND COMPLETE ENGINEERING DESIGN RELATIVE
TO THE PLANS.

ALL ROAD SURFACES, EASEMENTS OR RIGHTS—OF-WAY DISTURBED BY CONSTRUCTION OF ANY PART OF THIS
IMPROVEMENT ARE TO BE RESTORED COMPLETELY TO THE BEFORE CONSTRUCTION CONDITION OR BETTER WHEN
DIRECTED BY THE SCE AND/OR THE SUMMIT COUNTY D.O.E.S. THE CONTRACTOR SHALL MAINTAIN POSITIVE
DRAINAGE AT ALL TIMES AND SHALL BACKFILL. AND GRADE EXCAVATED AREAS TO ELIMINATE PONDING ON THE
SITE.

THE LOCATIONS OF ALL BURIED UTILITY ARE TO BE DETERMINED BY THE CONTRACTOR. EXISTING UTILITY
APPURTENANCES ARE TO BE SAFEGUARDED BY THE CONTRACTOR DURING CONSTRUCTION. THE CONTRACTOR
SHALL CONTACT THE UTILITIES PROTECTION SERVICE, 1—-800—-362—2764, AT LEAST FORTY—EIGHT (48) HOURS
BEFORE ANY UNDERGROUND WORK 1S COMMENCED.

A PRE—CONSTRUCTION MEETING SHALL BE SCHEDULED WITH THE SCE PRIOR TO THE START OF ANY
CONSTRUCTION OPERATIONS. THE CONTRACTOR SHALL NOT COMMENCE WITH ANY FORM OF CONSTRUCTION
WITHOUT NOTIFYING THE SCE FORTY—EIGHT (48) HOURS PRIOR TO STARTING CONSTRUCTION {330-643—2850).
IF ANY CHANGE IN THE WORK SCHEDULE BECOMES NECESSARY, IT WILL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO NOTIFY THE INSPECTOR TO AVOID UNNECESSARY INSPECTION COSTS. IF NO NOTIFICATION IS
MADE IN REGARDS TO THE CANCELLATION OF WORK, THE DEVELOPER WILL BE CHARGED FOR THE INSPECTION
TIME INCURRED. THE DEVELOPER WILL BE BILLED QUARTERLY FOR INSPECTION SERVICES.

THE CONTRACTOR OR DEVELOPER SHALL MAINTAIN LOCAL TRAFFIC AT ALL TIMES AND OBTAIN ALL NECESSARY
PERMITS. A ROAD OPENING PERMIT IS REQUIRED ON ALL SUBDIVISIONS BEFORE ACCESS IS GRANTED FOR
CONSTRUCTION PURPOSES WITHIN A PUBLIC RIGHT-OF—WAY. THE SCE WILL NOT INSPECT OR ACCEPT ANY
WORK THAT IS DONE WITHOUT A ROAD OPENING PERMIT BEING AVAILABLE ON THE CONSTRUCTION SITE. IN
ADDITION, LOCAL TRAFFIC MUST BE MAINTAINED AT ALL TIMES.

ANY DISTURBED SIGNS, GUARDRAIL, MAIL/PAPER BOXES, DRIVES, DRIVE CULVERTS, STORM SEWER PIPES,
STRUCTURES, PAVEMENTS, BERMS AND DITCHES SHALL BE REPAIRED AND/OR REPLACED AS DIRECTED BY THE
SCE. ANY DISTURBED LAWN AREAS SHALL BE REPLACED BY SEEDING AND MULCHING, INCLUDING TOPSOIL
WHERE NEEDED, IN ACCORDANCE WITH ODOT ITEM 653 & 659, AS DIRECTED BY THE SCE.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TEMPORARY SOIL EROSION AND SEDIMENT CONTROL IN
ACCORDANCE WITH ODOT SUPPLEMENTAL SPECIFICATION 832, SUMMIT SOIL AND WATER CONSERVATION
DISTRICT AND THE SCE. EROSION CONTROL MEASURES MUST BE IN PLACE BEFORE ANY OTHER CONSTRUCTION
COMMENCES ON THIS SITE., THE CONTRACTOR SHALL, ON A DAILY BASIS, CLEAN ALL EXISTING STREETS OF
MUD AND DIRT DURING THE CONSTRUCTION PHASE. THE STORMWATER POLLUTION PREVENTION PLAN MUST BE
IMPLEMENTED PRIOR TO THE START OF CONSTRUCTION.

ALL STORM SEWER INSTALLATION WITHIN THE RIGHT—OF—-WAY LIMITS AND EASEMENTS SHALL CONFORM TO
ODOT ITEM 611,

WHERE SEWER AND/OR WATER MAIN INTERSECTIONS HAVE LESS THAN EIGHTEEN (18) INCH VERTICAL
SEPARATION, ENCASE THE {OWER PIPE AND MONOLITHICALLY CRADLE THE UPPER PIPE IN CLASS C CONCRETE
FOR THE WIDTH OF THE TRENCH.

STORM SEWER LATERALS SHALL BE PVC (SDR 35). ALL PIPES SHALL HAVE PREFORMED WYES OF 6" DIAMETER
FOR HOUSE LATERAL CONNECTIONS. ALL WYES AND LATERALS FOR DOWNSPOUT DRAINS SHALL BE INSTALLED
WHEN THE STORM SEWER IS INSTALLED.

EACH SUBLOT MUST ROUTE ALL STORMWATER DRAINAGE FROM A CONDUIT TO THE STORM SEWER LATERAL
THAT IS PROVIDED. NO OPEN DISCHARGES FROM A HOUSE CONDUIT ARE PERMITTED.

ALL SEWER/UTILITY TRENCH CONSTRUCTION, CONDUIT BEDDING, PIPE COVER, BACKFILL AND COMPACTION
SHALL CONFORM TO THE UTILITY TRENCH DETAIL STANDARD DRAWING ON SHEET # 14/21.

ALL INSPECTION AND TESTING SHALL BE DONE BY AN EXPERIENCED AND QUALIFIED FIRM ENGAGED IN THIS
TYPE OF WORK. ALL STORM SEWERS/CULVERTS MUST BE FLUSHED AND HAVE A COLOR TELEVISION
INSPECTION ACCOMPANIED WITH A WRITTEN REPORT SUBMITTED TO THE SCE FOR REVIEW AND APPROVAL.

THE VIDEOTAPE MUST BE SUBMITTED, REVIEWED AND APPROVED PRIOR TO RELEASE OF THE PERFORMANCE
BOND. IF THE STORM SEWER/CULVERT VIDEOTAPE AND WRITTEN REPORT IS NOT APPROVED, THE
CONTRACTOR SHALL REPAIR OR REPLACE THE DEFECTS AND RESUBMIT THE INFORMATION. THE INTENT IS TO
VIDEOTAPE PIPES NOT EASILY ACCESSIBLE FOR VISUAL INSPECTION. FOR EXAMPLE: A CULVERT UNDER A
ROAD THAT CAN BE VISUALLY CHECKED IS EXEMPT FROM VIDEOTAPING. A SYSTEM OF PIPES WITH MANHOLES
AND CATCH BASINS WILL BE REQUIRED TO BE VIDEOTAPED. THE SCE WILL DETERMINE IF A PIPE CAN BE
VISUALLY CHECKED OR IF A VIDEOTAPE IS REQUIRED.

UNDERDRAINS SHALL BE CONSTRUCTED IN ACCORDANCE WITH ODOT ITEM 605; CONDUIT SHALL BE A MINIMUM
OF FOUR (4) INCH DIAMETER PIPE AND CONFORMING TO ODOT SPECIFICATION 707.33, 707.41, 707.42 OR
707.45 WITH NO. 8 AGGREGATE ON FOUR (4) INCHES OF BEDDING. THE UNDERDRAIN SHALL BE MODIFIED
WITH FOUR (4) ROWS OF PERFORATIONS. SEE_UNDERDRAIN STANDARD DRAWING ON S 13/21.

ALL PROPOSED STORM SEWER STRUCTURES (MANHOLES, HEADWALLS AND CATCH/INLET BASINS) SHALL
ADHERE TO ODOT ITEMS 602 AND 611 AND THE CURRENT EDITION OF THE ODOT STANDARD CONSTRUCTION
DRAWINGS.

WHEREVER UNSTABLE SOIL CONDITIONS ARE ENCOUNTERED THAT ARE NOT INDICATED ON THE PLANS, THE
WORK SHALL BE DISCONTINUED UNTIL THE SCE APPROVES THE METHOD AND MATERIAL TO BE INCORPORATED
INTO THE WORK, AS ALL CONDUITS SHALL BE INSTALLED ON A FIRM BED FOR ITS FULL LENGTH IN
ACCORDANCE WITH ODOT ITEM 611 UNLESS OTHERWISE SPECIFIED.

ALL FILLED AREAS, EXCLUDING TRENCHES, WITHIN RIGHT-OF-WAY AREAS SHALL BE COMPACTED IN
ACCORDANCE WITH ODOT ITEM 203. IN ADDITION, FOR ANY FILL IN EXCESS OF TWO (2) FEET, NUCLEAR
COMPACTION TESTS SHALL BE PERFORMED BY AN APPROVED TESTING COMPANY IN ACCORDANCE WITH ODOT
ITEM 203. THESE TESTS SHALL BE APPROVED BY THE SCE BEFORE ANY PAVEMENT CONSTRUCTION
COMMENCES AND SHALL MEET THE COMPACTION REQUIREMENTS OF THE TRENCH DETAIL STANDARD DRAWING
ON SHEET # 14/21. EMBANKMENT CONSTRUCTION AT DETENTION/RETENTION FACILITIES SHALL BE COMPACTED
IN ACCORDANCE WITH ODOT ITEM 203 AND TO A MINIMUM OF 98% OF THE MATERIAL'S STANDARD PROCTOR
MAXIMUM DRY DENSITY AND MUST BE WITHIN 2% OF THE MATERIAL'S OPTIMUM MOISTURE CONTENT PRIOR TO
COMPACTION.

BEFORE ACCEPTANCE OF THE SUB—GRADE BY THE SCE, A FORTY (40) TON PROOF ROLL SHALL BE REQUIRED
ON ALL AREAS TO BE PAVED. THE SUBGRADE AND PROOF ROLL MUST BE IN ACCORDANCE WITH ODOT {TEM
204. IN LIEU OF USING THE EQUIPMENT UNDER ODOT ITEM 204, A TANDEM DUMP TRUCK WITH A GROSS
WEIGHT OF 60,000 POUNDS MAY BE SUBSTITUTED.

FOR ODOT ITEMS 301 & 441, THE CONTRACTOR SHALL PROVIDE THE SCE WITH A JOB MIX FORMULA FOR
REVIEW AND APPROVAL PRIOR TO PAVING OPERATIONS. ALL MATERIALS USED MUST BE OBTAINED FROM A
SOURCE APPROVED BY ODOT. FOR ITEM 441 SURFACE COURSE, THE COARSE AGGREGATE IN THE MIX SHALL
BE CRUSHED LIMESTONE. THE SURFACE COURSE SHALL BE CONSTRUCTED NO LATER THAN ONE (1) YEAR
AFTER ITEM 301 IS PLACED.

CURB AND GUTTER SHALL BE CONSTRUCTED IN ACCORDANCE WITH ODOT ITEM 609, CAST IN PLACE CONCRETE

CURB AND GUTTER. NO ASPHALT AND/OR CONCRETE PAVEMENT AND CURB AND GUTTER SHALL BE LAID ON
A FROZEN SURFACE.

ALL MONUMENT BOXES, FURNISHED AND INSTALLED, SHALL BE IN CONFORMANCE WITH THE CURRENT EDITION
OF THE ODOT STANDARD ROADWAY CONSTRUCTION DRAWINGS.

IT WILL BE THE RESPONSIBILITY OF THE DEVELOPER OR CONTRACTOR TO NOTIFY THE INSPECTOR WHEN WORK
ON SITE IS BEING PERFORMED OR CANCELLED. IF THERE IS NOT ANY NOTIFICATION IN REGARDS TO
CANCELLATION OF WORK, THE DEVELOPER WILL BE CHARGED FOR THE INSPECTION TIME INCURRED.

THE FINAL SUBLOT GRADES SHALL BE WITHIN ONE FOOT (+/-) OF THE GRADES AND ELEVATIONS LISTED ON
THE APPROVED FINAL GRADING PLAN SHEET.

IMMEDIATELY FOLLOWING THE COMPLETION OF GRADING OPERATIONS FOR A PROPOSED DETENTION/RETENTION
BASIN, FINAL RESTORATION OF THE BASIN MUST BE COMPLETED TO ESTABLISH PROPER VEGETATION AND LIMIT
SOIL EROSION. A MINIMUM THICKNESS OF 3" OF TOPSOIL MUST BE APPLIED TO THE LIMITS OF THE GRADING
FOR THE BASIN AND THEN SEEDED AND MULCHED. THE MATERIAL UTILIZED IN RESTORATION OF THE BASIN
SHALL ADHERE TO ODOT ITEMS 632, 653 AND 659.

U GROUND INS ONS —- G

UNDERGROUND INSTALLATION

THE UNIT PRICE BID FOR THE VARIOUS UNDERGROUND INSTALLATION ITEMS SHALL
INCLUDE, BUT NOT BE LIMITED TO, ALL EXCAVATION, MATERIAL, LABOR, BEDDING,
BACKFILL, COMPACTION, EQUIPMENT, UTILITY PROTECTION, MAINTENANCE OF
ROADWAYS AND DRIVES UNTIL FINAL REPLACEMENT, PUMPING AND/OR
DEWATERING, CONSTRUCTION AND REMOVAL OF ALL NECESSARY TRENCH
PROTECTION AND ALL OTHER INCIDENTAL ITEMS NECESSARY TO |INSTALL SUCH
UTILITY. THE CONTRACTOR IS TO TOTALLY FAMILIARIZE HIMSELF WITH THE
GROUND CONDITIONS THAT NOW DO OR MAY EXIST DURING THE CONSTRUCTION SO
AS NOT TO ADVERSELY AFFECT THE INTEGRITY OF ANY UTILITY INSTALLATION OR
STRUCTURE ON THE CONSTRUCTION SITE OR ADJACENT PROPERTIES.

ALL SANITARY SEWER AND STORM SEWER CONSTRUCTION SHALL CONFORM WITH
ODOT ITEM 611 AND SHALL BE INSTALLED ON A FIRM BEDDING FOR TS FULL
LENGTH.

ANY UNSUITABLE MATERIAL, MATERIAL NOT APPROVED BY THE ENGINEER FOR
BACKFILL AND MATERIAL IN EXCESS OF THAT REQUIRED FOR BACKFILLING SHALL BE
DISPOSED OF BY THE CONTRACTOR ON THE SITE.

JRENCH PROTECTION

ALL OPEN TRENCH EXCAVATIONS ARE TO COMPLY WITH MINIMUM OSHA SAFETY
STANDARDS.

THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO PREVENT ANY CAVING OR
SETTLING OF EXCAVATION OR TRENCH WALLS WHICH COULD ENDANGER THE
SAFETY OF ANY PERSON ENGAGED IN THE WORK OR IN ANY WAY DAMAGE THE
UNDERGROUND INSTALLATIONS OF ADJACENT UTILITIES OR PROPERTY, OR DIMINISH
THE TRENCH WIDTH NECESSARY FOR THE PROPER CONSTRUCTION OF THE
UNDERGROUND INSTALLATION OR OTHERWISE INJURE OR DELAY THE WORK. THE
TYPE AND AMOUNT OF SUCH PROTECTION, SUCH AS TRENCH BOXES, SHEETING,
SHORING, OR BRACING SHALL BE CONSISTENT WITH THE DEPTH AND WIDTH OF
EXCAVATION, THE COMPOSITION AND WATER CONTENT OF THE SOIL, THE PROXIMITY
OF STRUCTURES OR OTHER UTILIIES, THE VIBRATION FROM EQUIPMENT AND THE
SPOIL PLACEMENT, AND SHALL BE IN ACCORDANCE WITH THE LATEST OSHA
REGULATIONS.

iIN ORDER TO REDUCE GROUND WATER SEEPAGE AND PROVIDE A STABLE TRENCH
BOTTOM IT MAY BE NECESSARY TO DEWATER PRIOR TO EXCAVATION OF THE SEWER
TRENCH AND/OR PROVIDE TEMPORARY SUMPS. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR ANY DAMAGE TO ADJACENT STRUCTURES, PAVEMENTS, OR
UTILITIES, OR LOSS OF PRIVATE WELL WATER RESULTING FROM DEWATERING, LOSS
OF GROUND, HEAVE, TRENCH CONSTRUCTION, OR ANY OTHER CONSTRUCTION
METHODS. THE CONTRACTOR SHALL PROTECT ALL EXISTING SEWERS AND UTILITIES
THAT THE PROPOSED INSTALLATION CROSSES BY COMPACTING THE BACKFILL UNDER
SUCH EXISTING FACILITY OR SHALL PROTECT THE EXISTING FACILITY IN A MANNER
AS APPROVED BY THE ENGINEER. IF SHEETING IS USED, IT MAY BE NECESSARY TO
DRIVE THE SHEETING SEVERAL FEET BELOW THE BOTTOM OF THE PIPE. WHEN
USING MOVABLE TRENCH SUPPORTS OR SHEETING, CARE SHALL BE EXERCISED SO
AS NOT TO DISTURB THE PIPE LOCATION, JOINTING, OR BEDDING MATERIAL. IF
STEEL PILE SHEETING IS USED, IT SHALL BE HELD IN PLACE BY LONGITUDINAL
BEAMS AND CROSS BRACES OR STRUTS AS REQUIRED TO RESTRAIN THE TOP OF
THE SHEETING. IF TIMBER SHEETING AND BRACING IS USED, IT MUST BE OF GOOD
QUALITY AND OF HARDWOOD CONSTRUCTION. AFTER THE PIPE HAS BEEN
INSTALLED AND THE BALANCE OF THE BEDDING MATERIAL HAS BEEN PLACED OVER
THE PIPE, THE REMOVAL OF ANY TRENCH PROTECTION SHALL BE CAREFULLY
CONTROLLED. THE CONTRACTOR SHALL DEMONSTRATE THAT THE REMOVAL OF THE
TRENCH PROTECTION WILL NOT ADVERSELY AFFECT THE PIPE LOCATION AND
BEDDING. IF SHEETING CANNOT BE REMOVED WITHOUT ADVERSELY AFFECTING THE
PIPE LOCATION, THE ENGINEER MAY ORDER THE SHEETING CUT OFF AT SOME POINT,
AT LEAST ONE FOOT ABOVE THE TOP OF THE PIPE AND LEFT IN PLACE AT NO
ADDITIONAL COST.

CE O STING STEMS

PRIOR TO ANY CONNECTION INTO AN EXISTING SEWER MANHOLE OR CONDUIT THE
CONTRACTOR SHALL TAKE SUCH MEASURES AS NECESSARY, "AS APPROVED BY THE
ENGINEER", TO GUARD AGAINST ANY DRAINAGE FROM ENTERING THE EXISTING
SYSTEM AND POSSIBLY CONTAMINATING SUCH SYSTEM WITH SILT (L.E. TEMPORARY
PLUGS FOR SANITARY SEWERS & SAND BAGS FOR STORM SEWERS). THESE
MEASURES SHALL NOT BE REMOVED UNTIL AFTER THE SEWER HAS BEEN CLEANED
OF ALL SILT AND DEBRIS. ALL WORK AND MATERIALS NECESSARY TO GUARANTEE
THIS CONDITION SHALL BE INCLUDED IN THE VARIOUS ITEMS BID.

SUBBEDDING MATERIAL

THE SUBBEDDING MATERIAL FOR THE SEWERS SHALL BE A SEPARATE PAY ITEM. IN
SECTIONS WHERE UNSTABLE SOILS CONSTITUTE THE TRENCH BOTTOM AND FIRM
SUPPORT CANNOT BE ESTABLISHED TO CONSTRUCT THE PIPE BEDDING, THE
UNSTABLE SOiL SHALL BE UNDERCUT IN DEPTH AS APPROVED BY THE ENGINEER.
THIS UNDERCUT AREA 1S TO BE BACKFILLED WiITH A COMPACTED NUMBER 4
CRUSHED STONE AGCREGATE, OR OTHER MATERIAL AS APPROVED BY THE
ENGINEER, TO A DEPTH OF SIX INCHES BELOW THE BOTTOM OF THE PIPE. THE
UNIT PRICE BID FOR SUBBEDDING MATERIAL SHALL INCLUDE ALL LABOR, EQUIPMENT,
MATERIALS, EXCAVATION AND DISPOSAL OF UNSUITABLE SOILS AT OTHER
LOCATIONS ON THE CONSTRUCTION SITE AND INCIDENTALS TO COMPLETE THIS
WORK. THE USE AND DIRECTION OF THE ENGINEER FOR THIS ITEM DOES NOT
REMOVE THE CONTRACTOR'S RESPONSIBILITY FOR THE SAFETY OF HIS LABOR FORCE
OR THE INTEGRITY OF SUCH CONDUIT INSTALLATION FOR MEETING ALL TESTING AND
INSPECTION REQUIREMENTS. CALCULATIONS OF THE NUMBER OF TONS OF THIS
ITEM USED SHALL BE MADE FROM LOAD SLIPS SUPPLIED TO THE OWNER.

Co CTED BACKFIL

COMPACTED TRENCH BACKFILL SHALL CONFORM TO THE SUMMIT COUNTY
ENGINEER’S UTILITY TRENCH DETAIL STANDARD DRAWING ON SHEET # 14/21.

LINE AND GRADE CONTRO

THE LINE AND GRADE OF SEWER MAINS SHALL BE CONTROLLED DURING THE SEWER
CONSTRUCTION BY USE OF AN APPROVED LASER DEVICE. THE LINE AND GRADE OF
THE LASER SHALL BE "CHECKED” FROM LINE AND GRADE STAKES AS DEEMED
NECESSARY BY THE CONTRACTOR.

LIMIT OF CONNECTIONS

ALL CONNECTIONS SHALL TERMINATE 1" OR 3' BEYOND THE UTILITY EASEMENT LINE
AS SHOWN ON THE IMPROVEMENT PLANS AND TYPICAL SECTION. THE FURTHER
EXTENSION OF THE SANITARY CONNECTIONS SHALL BE CONSTRUCTED AFTER THE
LATERAL PERMIT HAS BEEN OBTAINED FROM THE D.S.S.S.

CONC CASEMENT

AT ALL STORM SEWER MAIN AND SANITARY SEWER MAIN INTERSECTIONS
(CROSSINGS) WHEN PIPE CLEARANCE IS LESS THAN 18", THE LOWER PIPE SHALL BE
ENCASED AND THE UPPER PIPE SHALL BE MONOLITHICALLY CRADLED IN CLASS C
CONCRETE FOR THE WIDTH OF THE TRENCH. AT PIPE CROSSINGS GREATER THAN
18" THE BACKFILL BELOW THE UPPER PIPE SHALL BE COMPACTED IN PLACE TO
THE SATISFACTION OF THE ENGINEER. THE COST OF CONCRETE ENCASEMENT,
CRADLING, AND COMPACTED BACKFILL SHALL BE INCLUDED IN THE UNIT PRICE BID
FOR THE VARIOUS SEWER CONDUITS.

REVISIONS

7/18 PER D.S.S.S.

7/18 PER S.C.E.

7/18 PER N.H.W.D.
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